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PS-EE-2G/TAC/24DC/240W/SC Jaw

Commercial data

Item number 1234304
Packing unit 1pc

Minimum order quantity 1pc

Sales key CMP

Product key CMB313

GTIN 4063151338039
Weight per piece (including packing) 970g

Weight per piece (excluding packing) 8559

Customs tariff number 85044095
Country of origin CN

Technical data

Input data
AC operation
Supply system configuration TN, TT, IT (PE)
Nominal input voltage range 100 VAC ... 240 VAC
Input voltage range 110 VAC ... 240 VAC £10 % (Py =240 W)
100 VAC ... 109 VAC -15 % ... +10 % (Py =200 W)
Typical national grid voltage 120 VAC
230 VAC
Voltage type of supply voltage AC
Inrush current typ. 30 A (at 25 °C)
Inrush current integral (It) typ. 0.2 A%s
Frequency range (fy) 50Hz...60 Hz £10 %
Mains buffering time typ. 30 ms (120 V AC)
typ. 30 ms (230 V AC)
Current consumption max. 3 A (240 W)
max. 2.5 A (200 W)
typ. 2.4 A (110 V AC (240 W))
typ. 1.2 A (240 V AC (240 W))
typ. 2.4 A (100 V AC (200 W))
typ. 2.3 A (109 V AC (200 W))
Protective circuit Transient protection; Varistor
Switch-on time typ.1s
Device mains fuse 5 Ainternal (device protection), fast-blow
Recommended breaker for input protection 6 A ... 16 A (Characteristic B, C, D, K or comparable)
Discharge current to PE <3.5mA
Output data
Efficiency typ. 91 % (120 V AC)
typ. 92 % (230 V AC)
Nominal output voltage 24V DC
Setting range of the output voltage (Ugg,) 24V DC ... 28 V DC (> 24 V DC, constant capacity restricted)
Nominal output current (Iy) max. 10 A (Py = 240 W)
max. 8.33 A (P = 200 W)
Short-circuit-proof yes
No-load proof yes
Crest factor typ. 1.5 (120 V AC)
typ. 1.9 (230 V AC)
Output power (Py) 240 W (240 V AC)
200 W (100 V AC)
Connection in parallel yes, for increasing power and redundancy with diode

Connection in series yes, for increased output voltage
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